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Audi 3G Symphony/Cocert Integrated
Apple CarPlay / Android Auto

Audi A4
B8 2009 - onward
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Components of D20AL INTERFACE

Kl MAIN UNIT
[ -:_1  j

H MAIN CABLE

T

»

Touch panel

Y IR CABLE

H TouCH CABLE

[H LvDs CABLE(A TYPE)

e

El ReMOTE CONTROL
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Components of NETRO

N700 Netro Box WiFi Antenna (USB)

HDMI Cable | Touch Cable External Mic
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D20AL + Netro Installation diagram

Climate control Audi Display + Touch Overlay

— - - -

Bypass with provided 4Pin Film - harness cable

LVDS 10Pin harness

POWER =—— WiFi USB

NETRO BOX ExtMIC

Digital

HDMI

AUX output

D20AL DIP Switch Setting - for A4 B8

DIP Switch 1,9 AND 10 DOWN.
Rest all UP.

OFF N I B BN .

ON 1 .

If Reversing camea gets installed - Put #4 Down also.
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AUDI 3G Concert / A4 - DASH REMOVAL - #1

4. Remove Climate control panel, and disconnect every connectors 5. Undo those bolts holding Audio control unit
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AUDI 3G Concert / A4 - DASH REMOVAL - #2

1. Remove side panel that covers 2. Undo 4 bolts those holding glove box
fuse box, and undo bolt that holding ~ compartment. Including bolt located
Glove box behind AMI Unit.

3. Remove those 2 bolts from bottom of the glove box, that will allow
total removal of glove box

This procedure is recommended in order to make the installation
& cabling easier.

Hide both D20AL Interface box & NETRO Box underneath the
Climate control unit.




Remove the metal frame from the back, via lifting those
brackets

Overlay the touch digitizier. With Provided fabric tapes, cover those edges of the panel.

Make sure the serial code pasted side is facing top Make sure those do not go over the border line.
Once It's done, reassemble with metal frame.
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IR PROGRAMMING

Main connector of D20AL

_ HOW TO ENTER PROGRAMING MODE -
W WHILE IN AV MODE
- _

1. Number '1" will show up on top left corner once press @ button
on remote controller.

IR Sensor Cable
connect to
Interface IR

2. Press @ Button 4 more times and will see Number '4’ on top left corner.

3. Press [[I[5) Button on remote to enter the setting screen.
(* The car must be on reverse mode.)

Once all the settings are done, pres 'POWER’ button again to save & exit.

IR Sensor Cable Remote Control
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NAVI AV SET INFO
NAVI-SEL
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How to Switch to Android Auto / CarPlay Display mode

# Vehicle with INAV’ button on steering wheel

Setup MMI

Press and hold of MODE" button on steering wheel
to switch didsplay mode between audio and CarPlay
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Touch screen Calibration - for Netro

Calibration

_|_

Once Netro does turn on & confirmed working :

Put DIP Switch #5 of the Netro‘ON position’, by facing it down.
Which will bring up Calibration screen on display.

Once the screen shows up, put DIP Switch #5 back‘OFF;, and proceed with calibration.




